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CHEMICAL ANCHORS IN CONCRETE
CONSTRUCTION
(POSSIBLY OF ANCHORING WITH PLUGS)

ANCHOR POINT TOPSAFE TSL-B3

SPRING WASHER + NUT

LOOP

COLUMN Ø 16 mm

STAINLESS STEEL CABLE TIE w. 8 mm

WATERPROOFING UNDERFILLER

IN THE CASE OF PVC CLOSED CIRCULAR FITTING
TOPWET TWUT 17 (TSUT 17) HEIGHT 150 mm

WATERPROOFING JOINTS ACCORDING TO THE
TECHNOLOGICAL PROCEDURE OF THE GIVEN

TYPE OF WATERPROOFING

WATERPROOFING EXTRACTION

- WATERPROOFING COATING LAYER
- SEPARATION GEOTEXTILE
  (POLYSTYRENE WATERPROOFING ONLY IN THE CASE OF PVC)
- HEAT INSULATION
- DAMPSCREEN
- SUPPORTING CONCRETE SLAB OR CONCRETE BEAMS

SPECIFICATIONS

NOTE:

TOPSAFE TSL-B3
Ø 16 mm

ANCHOR POINT WITH CHEMICAL ANCHOR
CONCRETE MIN C20/25, fck 20,7 MPa
SUITABLE FOR MAX 3 PERSONS
IN ACCORDANCE WITH THE REQUIREMENTS OF THE STANDARD EN 795

LENGTHS: 0-600 mm
Other lengths on request

SCALE: 1:5

TECHNICAL DATA

TIGHTENING LOOP 70 Nm

ANCHOR POINT FOR
CONCRETE STRUCTURES

PART OF THE
SUPPLIED ANCHOR
POINT

ANCHORAGE PARAMETERS

BASIC INFORMATION

ACCORDING TO THE STANDARD EN 795:1996

MATERIAL

PRODUCER

COLOR
CERTIFICATION

STAINLESS STEEL

PERSONAL PROTECTION AGAINST FALLS FROM HEIGHT AND TO DEPTH

STAINLESS STEEL 1.4301

ABS Safety GmbH

DRILL Ø 18 mm
HOLE DEPTH min. 80 mm
CONCRETE THICKNESS min. 120 mm

ANCHOR POINT: - LOOP
 - SPRING WASHER
 - NUT

WITHOUT ANCHOR KIT

    
CHEMICAL ANCHORAGE

CHEMICAL ANCHORAGE

WWW.TOPSAFE.CZ
WWW.TOPWET.CZ
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CHEMICAL ANCHOR

CHEMICAL ANCHORAGE (M1:3)
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